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(54) Wrapping structure for sanitary napkin 

(57) The wrapped sanitary napkin structure Figure 1 B, comprises an elongate sanitary napkin (10) which is 
folded one or more times transverse to its length and is enclosed within a wrapping (20). The wrapping is 
provided with means such as perforations (23) whereby a portion of it may be removed along one edge to 
form an opening (26) through which the sanitary napkin (10) may be removed. An adhesive layer (16) is 
provided on that surface of the sanitary napkin which, in use, does not contact the skin of the user. The 
adhesive layer (16) is detachably adhered to a peelable sheet (21) which is connected to the internal surface of 
the wrapping only adjacent that side which is closest to the opening (26). In Figure 42B, adhesive layers (316) 
on the sanitary napkin are detachably adhered to layers of peel material on the inner surface of a wrapper 
(320), the napkin being folded in three including end portions (313, 315) of differing length. 
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WRAPPING STRUCTURE FOR SANITARY NAPKIN 
BACKGROUND OF THE INVENTION 
[Field of the Invention] 

This invention relates to a wrapping structure for a 
sanitary napkin in which a peelable sheet is not required 
to be discarded and there can be provided an adhesive 
layer on the sanitary napkin such that it has a sufficient 
amount of tucking force with respect to shorts. 
[Description of the Prior Art] 

The sanitary napkin is usually provided with an 
adhesive agent for fixing the napkin to the shorts in 
order to prevent positional displacement of the napkin 
during use, and a peelable protective sheet for protecting 
the adhesive agent. For the use of a sanitary napkin of 
the type just described, it is necessary to peel off the 
peelable sheet and discard it. Therefore, it is not only 
troublesome for the user to peel off the- peelable sheet 
every time the napkin is used but also annoying for the 
user to handle the peelable sheet after it has been peeled 
off. For example, if the peelable sheet is thrown into a 
toilet stool, there will be a possibility that the toilet 
stool is chocked. 

Many proposals have been made with respect to a 
wrapping structure for a sanitary napkin having no peel- 
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able sheet. Several concrete examples are as follows: 

(1) A wrapping structure for a sanitary napkin in 
which an adhesive layer of the sanitary napkin is directly 
in contact with polyolefine film (Japanese Utility Model 
Publication No. Sho 59-9615). 

(2) A wrapping material in which a sanitary napkin is 
separately wrapped with wrapping material made of water 
soluble film and having a peelable layer at portion which 
contacts an adhesive layer of the sanitary napkin (Japa- 
nese Laid-open Utility Model Application No. Sho 59- 
25371). 

(3) A wrapping material in which its wrapping materi- 
al has a pocket portion, and a sanitary napkin is received 
in this pocket portion such that an adhesive layer of the 
sanitary napkin exposes from an open end of the pocket 
portion, the exposed adhesive layer and a non-adhesive 
portion of the wrapping material being attached to each 
other (Japanese . Laid-open Utility Model Application No. 
Sho 57-34211). 

(4) An individual wrapping material for a sanitary 
napkin, in which a wrapping material having a portion sub- 
jected to peeling treatment at that area which contacts an 
adhesive portion of the sanitary napkin comprises two 
sheets sealed at four sides thereof and provided with 
perforations for easy opening (Japanese Laid-open Utility 
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Model Application No. Sho 58-179120). 

(5) A wrapping material for a sanitary napkin, having 
a multilayer resin film as a wrapping material, which is 
provided with a mold removing type layer, which includes a 
thermoplastic resin material, at that area which contacts 
an adhesive layer of the sanitary napkin (Japanese Laid- 
Open Utility Model Application No. Sho 63-71025). 

(6) A wrapping structure for a sanitary napkin which 
comprises a sheet of film of a thermoplastic resin which 
is chiefly composed of' olefin copolymer and silicon copol- 
ymer (Japanese Laid-Open Utility Model Application No. Hei 
2-35724). 

(7) A wrapping structure for a sanitary napkin in- 
cluding a peeling area coated with silicon and a sealing 
area to be heat sealed (Japanese Laid-Open Utility Model 
Application No. Hei 4-11324). 

(8) 1) A wrapping material for a sanitary napkin with 
flaps, in which the flaps are used as a protective element 
for covering and protecting an adhesive agent of the 
sanitary napkin (Japanese Laid-Open Utility Model Applica- 
tion No. Hei 3-46316). 

2) A wrapping structure for a sanitary napkin with 
flaps, in which there is provided with a peelable sheet 
for protecting adhesive layers which are provided on the 
flap portions (Japanese Laid-Open Utility Model Applica- 
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tion No. Hei 2-17127). 

3) A wrapping material for a sanitary .napkin with 
flaps, in which adhesive layers formed on the flaps and an 
absorptive body are covered with a peelable sheet whose 
double surfaces are subjected to peeling treatment (Japa- 
nese Laid-open Utility Model Application No. Sho 63- 
186645). 

. (9) 1) A wrapping structure for a napkin in which a 
sanitary napkin is wrapped with a wrapping material which 
is subjected to peeling treatment (Japanese Laid-Open 
Patent Application No. Hei 3-176376). 

2) A wrapping structure in which a peelable sheet 
and a wrapping material are affixed such that the peelable 
sheet can be peeled off as soon as a napkin is taken out 
of a bag (Japanese Laid-open Utility Model Application No. 

Hei 1-150919). 

3) A wrapping structure for a napkin in which a 
peelable sheet is attached to and clamped by a mouth 
portion of a wrapping material such that the peelable 
sheet can be peeled off an adhesive portion as soon as a 
bag is opened (Japanese Laid-open Utility Model Applica- 
tion No. Sho 60-79421) . 

4) A wrapping structure in which a peelable sheet 
can be automatically peeled off by opening a wrapping 
material and taking out a sanitary napkin therefrom 
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(Japanese Laid-Open Utility Model Application No. Sho 58- 
58029 and Japanese Laid-open Utility Model Application No. 
Hei 4-120733). 

However, in the above wrapping material, the follow- 
ing problems (1) to (9), among others, are encountered. 

(1) In the above wrapping material of (1), since the 
wrapping material for wrapping the napkin is a simple film 
(i.e., film unit itself), peelability is lowered with the 
passage of time with the result that the wrapping material 
is expanded or even torn when the napkin is taken out. 
If the thickness of film is increased in order to avoid 
that, there will be encountered the problems that the cost 
is increased and the wrapping material becomes difficult 
to be opened because the film itself becomes hard (i.e., 
the film looses its flexibility). 

(2) In the above wrapping material of (2), since the 
film is low in strength, it is expanded or torn when the 
wrapping material is peeled off. If the film is in- 
creased in peelability in order to solve that problem, the 
solubility of film will be sacrificed with the result that 
when the wrapping material is thrown into a toilet stool, 
the toilet stool is choked. 

(3) In the above wrapping material of (3), since the 
adhesive layer can be arranged only at a part of the 
napkin, the fixability is poor when the napkin is in use. 
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(4) In the above wrapping material of (4), since the 
wrapping material is inflated by air easily entered there- 
in through the perforations, the sanitary napkin is incon- 
venient to carry with and the wrapping material is diffi- 
cult to be opened. 

(5) and (6) In the above wrapping materials of (5) 
and (6), since a substance containing peelable substance 
such as silicon resin or the like, or copolymer is used as 

. the thermoplastic resin, a peeling substance is bled out 
and the peelability is likely to become unstable depending 
on temperature and moisture. Further, there is produced 
an area in the peelable surface where peeling force is. 
partially decreased and it sometimes happens that the film, 
cannot be peeled off. 

Also, it often happens that the peeling substance 
bled out migrates to the adhesive surface, which makes it 
difficult to maintain the peeling stability, which tends 
to be lowered with the passage of time, under any circum- 
stances. 

(7) In the wrapping material of the above (8)-l), 
there are the same problems as in the above (5) and (6). 
Moreover, since a film having a preestablished peelable 
area and a preestablished sealable area is used, it is 
necessary to provide a heat sealing layer and a product is 
required to be wrapped always in a predetermined location. 
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Therefore, economical efficiency and production efficiency 
are decreased. 

(8) In the wrapping material of the above (8)-l), it 
is still necessary to provide a peelable sheet for the 
adhesive layer of the absorptive body, and in the wrapping 
structure of the above (8)-2), a peelable sheet is neces- 
sary for the adhesive layer of the flap portion. None of 
them solves the problems associated with the peelable 
sheet. In the above wrapping material of the above (8)- 
3), since the adhesive layers of the flaps and absorptive 
body are covered with the double faced peelable sheet, the 
above-mentioned problems associated with the peelable 
sheet are not solved. 

(9) In the wrapping structure of the above (9)-l) and 
(9)-2), since the wrapping material is opened and one end 
of the wrapping material is peeled off in such a manner as 
to turn the leaves of a book, it is difficult to take out 
the napkin rapidly from the wrapping material. 

Also, in the wrapping structure of the above (9)-4), 
since the peelable sheet is peeled off the napkin after 
the wrapping material is opened by pulling the peelable 
sheet which is exposed outside from an opening port of the 
wrapping material, it is difficult to take out the napkin 
rapidly from the wrapping material. 

In the wrapping structure of (9)-4), since the napkin 
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is pulled out of the wrapping material first with its 
front end or rear end, the napkin, which .has been taken 
out of the wrapping material, is in a spread condition. 
Accordingly, the napkin cannot be taken out of the wrap- 
ping material in a folded condition rapidly. 

That is, none of the structures of the above wrapping 
materials of (1) to (8) can satisfy both the peelability 
of the adhesive layers provided on the sanitary napkin 
relative to the peelable layer provided on the wrapping 
material, and the tucking force of the adhesive layers 
relative to the shorts while fulfilling the requirement of 
practical use. 

Usually, a sanitary napkin is folded into two, three 
or four and then individually wrapped up with a wrapping 
material. The sanitary napkin, which is wrapped up with a 
wrapping material in a two- or four-folded condition, has 
the following problems. 

That is, in the wrapping structure for a sanitary 
napkin having a peelable portion on its wrapping material, 
it can surely increase the area where the adhesive agent 
is applied if the sanitary napkin is folded into two, but 
only at the sacrifice of its compactness. If the sani- 
tary napkin is folded into four, it can satisfy the re- 
quirement of its compactness but there arises the problem 
that the area where the adhesive agent is applied is 


decreased because overlapped portions occur. Further- 
more, the two- or four-folded sanitary napk-in is difficult 
to be well fitted to a local portion of the napkin wearer 
because it becomes a V-shape or a W-shape when it is 
placed on the wearer. 

Moreover, since the absorber is compressed at the 
folded part of the sanitary napkin, a discharged bodily 
liquid tends to disperse in a width direction. Also, the 
sanitary napkin has several grooves formed by folded 
wrinkles and extending in the width direction. In the 
two- or four-folded sanitary napkin, since a distance 
between a discharging point and the folded part is short, 
the discharged material tends to disperse in the width 
direction at the folded part or leak through the grooves, 
rather than dispersing in the longitudinal direction. 

On the other hand, in the three-folded sanitary 
napkin, since the discharged material is absorbed in a 
central portion thus divided, it can offer a more effi- 
cient leak preventive ability than the two- or folded 
sanitary napkin. 

Taking the above points into consideration, a three- 
folded and individually wrapping method is usually em- 
ployed in the wrapping structure for a sanitary napkin. 

However, in the normal wrapping structure for a 
three-folded sanitary napkin, the area where the adhesive 
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agent is applied is not large enough. Therefore, a 
wrapping structure for a sanitary napkin capable of satis- 
fying the requirements for improving the anti-slippage 
ability and anti-leakage ability through effective utili- 
zation of an absorber, but without sacrificing the com- 
pactness, is demanded. 

SUMMARY OF THE INVENTION 
It is therefore a first object of the present inven- 
tion to provide a wrapping structure for a sanitary nap- 
kin, in which a peelable sheet is not required to be 
discarded and the sanitary napkin is provided with an 
adhesive layer having a sufficient amount of a tucking 
force with respect to the shorts when the sanitary napkin 
is in use, and in. which a wrapping material has an excel- 
lent peelability with respect to the adhesive layer. 

It is a second object of the present invention to 
provide a wrapping structure for a sanitary napkin, in 
which a peelable sheet is not required to be discarded and 
the sanitary napkin can easily be taken out of a wrapping 
bag, and which is capable of contributing to an improve- 
. ment of anti-leak ability, which is compact in size and 
which is easy to carry with. 

After repeated hard work made by the present inven- 
tors for solving the above problems, they have accom- 
plished the present invention by finding out the fact that 
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the above first object of the present invention can be 
achieved by fixing one end of a peelable sheet to a prede- 
termined position of a wrapping structure. 

According to one aspect of the present invention, 
there is provided a wrapping structure for a sanitary 
napkin comprising a sanitary napkin and a wrapping materi- 
al for wrapping the sanitary napkin, an adhesive layer 
provided on a non-contacting surface of the sanitary 
napkin being detachably adhered to a peelable sheet which 
is fixed to an inner surface of the wrapping material; the 
sanitary napkin being folded in a longitudinal direction 
thereof to form folding portions? an outlet, which is 
formed by opening the wrapping material and adapted to 
take out the sanitary napkin therefrom, being provided 
along a longitudinal side edge of the sanitary napkin or 
along the folding portions; at least one end portion of 
the peelable sheet being fixed to an inner surface of the 
wrapping material at an area in the vicinity of the outlet 
(hereinafter sometimes referred to as "the first inven- 
tion"). In this specification, "the non-contacting sur- 
face of the napkin" refers to the surface of the napkin 
which does not contact the user's skin. 

From another aspect of the present invention, there 
is also provided a wrapping structure for a sanitary 
napkin comprising a sanitary napkin and a wrapping materi- 
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al for wrapping the sanitary napkin, an adhesive layer 
provided on a non-contacting surface of the sanitary 
napkin being detachably adhered to a peelable sheet which 
is fixed to an inner surface of the wrapping material; the 
sanitary napkin being divided into three portions, i.e., a 
front portion, a central portion and a rear portion, in a 
longitudinal direction thereof by folding portions which 
are provided in a width direction thereof, such that the 
front portion and the rear portion are different in dimen- 
sional area from each other, the sanitary napkin being 
folded along the folding portions such that the front 
portion and the rear portion are overlapped with each 
other (hereinafter sometimes referred to as "the second , 
invention"). 

The wrapping structure according to the first inven- 
tion comprises a sanitary napkin folded in a longitudinal 
direction thereof and wrapped up with a wrapping material, 
an adhesive layer on the sanitary napkin being detachably 
adhered to a peelable sheet which is fixed to the wrapping 
material. Before the use of the sanitary napkin (i.e., 
when the sanitary napkin is in storage), the adhesive 
layer provided on the sanitary napkin is fully covered 
with the peelable sheet which is fixed to the wrapping 
material. For the use of the sanitary napkin, the wrap- 
ping material is opened to form an outlet and the sanitary 
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napkin is taken out through the outlet. By doing this, 
the adhesive layer is peeled off the pe'elable sheet. 
Therefore, the sanitary napkin having the adhesive layer 
thus exposed is readily adhered to the shorts. 

The wrapping structure according to the second inven- 
tion comprises a sanitary napkin folded into three in a 
longitudinal direction thereof and wrapped up with a 
wrapping material, an adhesive layer on the sanitary 
napkin being detachably adhered to a peelable portion of 
the wrapping material. Before the use of the sanitary 
napkin (i.e., when the sanitary napkin is in storage), the 
adhesive layer provided on the sanitary napkin is fully 
covered with the peelable sheet of the wrapping material. 
For the use of the sanitary napkin, the wrapping material 
is opened to take out the sanitary napkin therefrom. By 
doing this, the adhesive layer is peeled off the peelable 
sheet. Therefore, the sanitary napkin having the adhe- 
sive layer thus exposed is readily adhered to the shorts. 

In the wrapping structure for a sanitary napkin 
according to the first invention, the sanitary napkin is 
provided at its wide range of area the adhesive layer so 
that it may have a sufficient amount of tucking force with 
respect to the shorts when in use, and the adhesive layer 
is readily peeled off the wrapping material. More spe- 
cifically, the wrapping structure for a sanitary napkin 
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according to the first invention has, among others, the 
following technical effects (1) to (9). 

(1) The wrapping material is not expanded (i.e., the 
wrapping material does not get loosened) nor torn. 

(2 ) A sound is small when the bag is peeled off. 

(3) The wrapping material is not contracted by heat. 

(4) The wrapping material can easily be peeled off 
the adhesive layer. 

(5) A plurality of adhesive portions can be provided. 

(6 ) The time and labor for peeling off the peelable 
sheet can be saved, when the sanitary napkin is in use. 
Particularly, the peelable sheets, which are used in a 
normal napkin with flaps, provided on the flap portions, 
etc. are not required to be discarded, and therefore, it 
never happens that a toilet stool is choked with the 
peelable sheet which would otherwise be thrown into the 
toilet stool. 

(7 ) The adhesive layer can be provided on the sani- 
tary napkin over a wide range of area so that it may 
provide a sufficient amount of fixing force with respect 

to the shorts. 

{8 ) in the case where the adhesive portion is formed 
of adhesive agent which is peelable at a laminated por- 
tion, the wrapping material is not required to be peeled 
off. Moreover, since no adhesive layer is formed on the 
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wrapping material, the adhesive portion can be adhered to 
the undergarment when in use. - 

(9) The wrapping structure can be made small and thus 
compact. It is not necessary that a fixedly attached bag 
(wrapping material) is peeled off the napkin by turning 
the bag. By simply withdrawing the napkin from the 
firmly attached bag, the napkin can be peeled off the 
peelable sheet in a one-touch manner while maintaining the 
folded condition of the napkin. 

In the wrapping structure for a sanitary napkin 
according to the second invention, the peelable sheet is 
not required to be discarded and the sanitary napkin can 
easily be taken out of the wrapping bag. Moreover, it 
can contribute to the improvement of liquid leak preven- 
tive ability. In addition, it is compact and. easy to 
carry with. More specifically, the wrapping structure 
for a sanitary napkin according to the second invention 
has, among others, the following technical effects (1) to 
(6). 

(1) The time and labor for peeling off the peelable 
sheet can be saved when the sanitary napkin is in use. 

(2) It never happens that a toilet stool is choked 
with the peelable sheet which would otherwise be thrown 
into the toilet stool. 

(3) Since the folding portions are not in contact 
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with the discharging portion and the napkin keeps the 
shape of a horizontal "V" when in use, the -leak preventive 
effect is great. 

(4) The wrapping structure can be made small in 

thickness. 

(5) Since the central area can be made large, the ab- 
sorber can effectively be used. 

. (6) Since the overlapped portion between the front 
portion and the rear portion can be reduced, the area 
where the adhesive agent is applied can be increased. 
BRIEF DESCRIPTION OF THE DRAWINGS 
Fig. 1A is a perspective view showing a first 
embodiment of a wrapping structure for a sanitary napkin, 
according to the present invention (first invention), and 
Fig. IB is a sectional view taken on line I-I' of the 
wrapping structure of Fig. 1A? 

Fig. 2 is a bottom view of the sanitary napkin of 

Fig. 1; 

Fig. 3 is a perspective view of a wrapping material 
which is shown in Fig. 1; 

Fig. 4A is a perspective view showing one mode of 
taking out a sanitary napkin by opening the wrapping 
structure of Fig. 1, and Fig. 4B is a sectional view taken 
on line I-I' of the wrapping structure of Fig. 4A; 

Fig. 5A is a perspective view showing one mode of a 
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sanitary napkin which has been fully taken out of the 
wrapping structure of Fig. 1 by opening the wrapping 
structure, and Fig. 5B is a sectional view taken on line 
I-I' of the wrapping structure of Fig. 5A; 

Fig. 6A is a sectional view [corresponding to Fig. 
IB] showing a second embodiment of the wrapping structure 
for a sanitary napkin according to the present invention 
(first invention), and Fig. 6B is a sectional view 
[corresponding to Fig. 4B] showing one mode of taking out 
a sanitary napkin by opening the wrapping structure of 
Fig. 6A; 

Fig. 7A is a sectional view [corresponding to Fig. 
IB] showing a third embodiment of the wrapping structure 
for a sanitary napkin according to the present invention 
(first invention), and Fig. 7B is a sectional view 
[corresponding to Fig. 4B] showing one mode of taking out 
a sanitary napkin by opening the wrapping structure of 
Fig. 7A; 

Fig. 8A is a sectional view [corresponding to Fig. 
IB] showing a fourth embodiment of the wrapping structure 
for a sanitary napkin according to the present invention 
(first invention), and Fig. 8B is a sectional view 
[corresponding to Fig. 4B] showing one node of taking out 
a sanitary napkin by opening the wrapping structure of 
Fig. 8A; 
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Fig . 9A is a perspective view shoving a fifth 
e^ent of the wrapping structure for a sanitary napkin 
according to the present invention (first invention), and 
Fi g. ,B is a sections view taken on line of the 

wrapping structure of Fig. 9A? 

Fig. 10 is a perspective view of a sanitary napkin 
and a wrapping material which are shown in ,lg.. » - 
9B; 

Fi g. 11 is a generally perspective view showing one 
B ode for forcing the wrapping structure of Figs. SA ana 

9B; 

Fig. 12 is a perspective view showing a sixth embodr- 
„ent of the wrapping structure for a sanitary napkin 
according to the present invention (first invention,, 

Fig. 13 is a bottom view of a sanitary napkin for the 
use in the wrapping structure of Fig. 12! 

Fi g. 14 is a generally perspective view showing one 
node of the sanitary napkin of Fig. 14 with its flaps 

folded inwardly? 

F1 g. 15 is a generaUy perspective view showing one 
„ode of folding the sanitary napkin of Fig. 14 into three; 

F1 g. 16A is a perspective view showing a seventh 
emb odi„ent of the wrapping structure for a sanitary napkin . 
according to the present invention (first invention,, and 
Fig. 16B is a sectional view taken on line I-r of the 
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wrapping structure of Fig. 16A; 

Fig. 17 is a bottom view of a sanitary napkin which 
is shown in Fig. 16; 

Fig. 18 is a perspective view of a wrapping material 
which is shown in Fig. IS; 

Fig. 19A is a perspective view showing one mode of 
taking out a sanitary napkin by opening the wrapping 
structure of Fig. 16, and Fig. 19B is a sectional view 
taken on line I-I' of the wrapping structure of Fig. 19A; 

Fig. 20A is a perspective view showing one mode of a 
sanitary napkin fully taken out of the wrapping structure 
of Fig. 16 by opening the wrapping structure, and Fig. 
20B is a sectional view taken on line I-I' of the wrapping 
structure of Fig. 20A; 

Fig. 21 is a sectional view [corresponding to Fig. 
16B] showing an eighth embodiment of the wrapping struc- 
ture for a sanitary napkin according to the present inven- 
tion (first invention); 

Fig. 22 is a sectional view [corresponding to Fig. 
16B] showing a ninth embodiment of the wrapping structure 
for a sanitary napkin according to the present invention 
(first invention); 

Fig. 23A is a perspective view showing a tenth 
embodiment of the wrapping structure for a sanitary napkin 
according to the present invention (first invention), and 
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Fig. 23B is a sectional view taken on line I-I' of the 
wrapping structure of Fig. 23A; 

Fig. 24 is a perspective view of a sanitary napkin 
and a wrapping material which are shown in Figs.23A and 
23B; 

Fig. 25 is a generally perspective view showing one 
mode of. forming a wrapping .structure which is shown in 
Figs. 23A and 23B; 

Fig. 26 is a perspective view showing an eleventh 
embodiment of the wrapping structure for a sanitary napkin 
according to the present invention (first invention); 

Fig. 27 is a bottom view of a sanitary napkin for the 
use in the wrapping structure of Fig. 26; 

Fig. 28 is a generally perspective view showing one 
mode of the sanitary napkin of Fig. 27 but with the flaps 
folded; 

Fig. 29 is a generally perspective view showing one 
mode of folding the sanitary napkin of Fig. 28 into three; 

Fig. 30A is a perspective view showing a twelfth 
embodiment of the wrapping structure for a sanitary napkin 
according to the present invention (first invention), and 
Fig. 30B is a sectional view taken on line I-I' of the 
wrapping structure of Fig. 30A; 

Fig. 31 is a bottom view of a sanitary napkin which 
is shown in Fig. 30; 
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Fig. 32 is a perspective view of a wrapping material 
which is shown in Fig. 30; 

Fig. 33A is a perspective view showing one mode of 
taking out a sanitary napkin by opening the wrapping 
structure of Fig. 30, and Fig. 33B is a sectional view 
taken on line I-I 1 of the wrapping structure of Fig. 33A; 

Fig. 34 is a sectional view [corresponding to Fig. 
30B] showing a thirteenth embodiment of the wrapping 
structure for a sanitary napkin according to the present 
invention (first invention); 

Fig. 35A is a perspective view showing a fourteenth 
embodiment of the wrapping structure for a sanitary napkin 
according to the present invention (first invention), and 
Fig. 35B is a sectional view of the wrapping structure of 
Fig. 35A; 

Fig 36 is a perspective view of a sanitary napkin and 
a wrapping material which are shown in Figs. 35A and 
35B; 

Fig. 37 is a generally perspective view showing one 
mode of forming the wrapping structure of Figs. 35A and 
35B; 

Fig. 38 is a perspective view showing a fifteenth 
embodiment of the wrapping structure for a sanitary napkin 
according to the present invention (first invention); 

Fig. 39 is a bottom view of a sanitary napkin for the 
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use in the wrapping structure of Fig. 38; 

Fig. 40 is a generally perspective view showing one 
mode of the sanitary napkin of Fig. 39 but with the flaps 
folded inwardly; 

Fig. 41 is a generally perspective view showing one 
mode of folding the sanitary napkin of Fig. 40 into three; 

Fig. 42A is a perspective view showing a sixteenth 
embodiment of the wrapping structure for a sanitary napkin 
according to the present invention (second invention), and 
Fig. 42B is a sectional view taken on line I-I* of the 
wrapping structure of Fig. 42A; 

Fig. 43 is a bottom view of a sanitary napkin which 
is shown in Fig. 42; 

Fig. 44 is a perspective view of a wrapping material 
which is shown in Fig. 42? 

Fig. 45 is a sectional view showing a seventeenth 
" embodiment of the wrapping structure for a sanitary napkin 
according to the present invention (second invention); 

Fig. 46 is a sectional view showing an eighth embodi- 
ment of the wrapping structure for a sanitary napkin 
according to the present invention (second invention); 

Fig. 47 is a sectional view showing a seventeenth 
embodiment of the wrapping structure for a sanitary napkin 
according to the present invention (second invention); 

Fig. 48A is a perspective view showing a twentieth 
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embodiment of the wrapping structure for a sanitary napkin 
according to the present invention (second invention), and 
Fig. 48fr is a sectional view taken on line I-I 1 of the 
wrapping structure of Fig. 48A; 

Fig. 49 is a sectional view showing a twenty-first 
embodiment of the wrapping structure for a sanitary napkin 
according to the present invention (second invention); 

Fig. 50 is a perspective view showing a twenty-second 
embodiment of the wrapping structure for a sanitary napkin 
according to the present invention (second invention) ; 

Fig. 51 is a bottom view of a sanitary napkin for the 
use in the wrapping structure of Fig. 50; 

Fig. 52 is a generally perspective view showing one 
mode of the sanitary napkin of Fig. 51 but with the flaps 
folded; and 

Fig. 53 is a generally perspective view showing one 
mode of folding the sanitary napkin of Fig. 52 into three. 
DETAILED DESCRIPTION OF THE EMBODIMENT 

Several embodiments of the first invention (first 
aspect of the present invention) will now be described in 
detail with reference to the accompanying drawings. It 
should be understood, however, that the present invention 
is not limited to these embodiments. 

Fig. 1A is a perspective view showing a first 
embodiment of a wrapping structure for a sanitary napkin 
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according to the present invention, Fig. IB is a sectional 
view taken on line I-I' of the wrapping structure of Fig. 
1A, Fig. 2 is a bottom view showing the sanitary napkin of 
Fig. 1, and Fig. 3 is a perspective view of a wrapping 
material of Fig. 1. Fig. 4A is a perspective view 
showing one Mode of taking out a sanitary napkin by 
opening the wrapping structure of Fig. 1- Fig- 4B is a 
sectional view taken on line I-I' of the wrapping struc- 
ture of Fig. 4A, Fig. 5A is a perspective view showing one 
„ode of the sanitary napkin which has been fully taken out 
of the wrapping structure of Fig. 1 by opening the 

»ia BB is a sectional view taken 
wrapping structure, and Fig. so is 

on line I-I' of the wrapping structure of Fig. 5A. 

A wrapping structure 1 for a sanitary napkin accord- 
ing to this embodiment of Figs. 1A and IB comprises a 
sanitary napkin 10 and a wrapping material 20 for wrapping 
the sanitary napkin 10. An adhesive layer 16 provided on 
a non-contactin, surface 12 of the sanitary napkin 10 is 
detachably adhered to a peelable sheet 21 which is fixed 
to an inner surface of the wrapping material 20. The 
sanitary napkin 10 is folded in its longitudinal direction 
to form folding portions 17. There is provided an outlet 
26, which is formed by opening the wrapping material 20, 
along a longitudinal side edge 18 of the sanitary napkin 
10 and adapted to take out the sanitary napkin 10 
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therefrom. One end portion 27 of the peelable sheet 21 
is fixed to an inner surface of the wrapping material 20 
at an area in the vicinity of the outlet 26. 

More specifically, the wrapping structure 1 for a 
sanitary napkin according to this embodiment is construct- 
ed such that the sanitary napkin 10 is folded along the 
folding portions 17 which divides the sanitary napkin 10 
into three generally equal parts, i.e., a front portion 
13, a central portion. 14 and a rear portion 15, in a 
longitudinal direction thereof, toward the side of a skin 
contacting surface 11 of the central portion 14 first with 
the rear portion 15 and then with the front portion 13, 
and such folded sanitary napkin 10 is wrapped up with the 
wrapping material 20 such that the adhesive agent 16 
contacts the peelable sheet 21 and opposite side edge 
portions 24 and opposite end edge portions 25 (see Fig. 3) 
of the wrapping material 20 are fixed. The front portion 
13 is located forwardly of the user when the sanitary 
napkin 10 is in use. 

The opposite side edge portions 24 and opposite end 
edge portions 25 of the wrapping material 20 are connected 
together by heat sealing. in order to form the outlet 
26, a plurality of perforations 23 are formed in the 
surface of the sanitary napkin 10 along one longitudinal 
side edge 18 thereof. 
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As shown in Fig. 2, the sanitary napkin 10, which is 
wrapped up with the wrapping structure of the present 
invention, is provided at the front portion 13 in a 
non-contacting surface 12 with the adhesive layer 16. 
The sanitary napkin 10 is a normal one in which the skin 
contacting surface 11 is formed of a liquid permeable 
sheet material and the non-contacting surface 12 is 
formed of a liquid impermeable sheet material, and there 
is provided a liquid retentive -absorber between the skin 
contacting surface 11 and the non-contacting surface 12. 

The adhesive layer 16 is formed,, for example, by 
applying an adhesive agent directly to the non-contacting 
surface 12 or applying an adhesive agent first to a wrap- 
ping film which is subjected to peeling treatment, and 
then transferring the same to the non-contacting surface 
12. As the adhesive agent forming the adhesive portion, 
there is used one holding a two-phase block structure of a 
styrene phase and a rubber phase, chiefly composed, for 
example, of a styrene block polymer, a tackifier, and a 
softener. 

Examples of the styrene block polymer may include 
styrene-ethylene-butylene-styrene block copolymer (SEBS), 
style-isoprene-styrene block copolymer (SIS), styrene- 
butadiene-styrene block copolymer (SBS>, styrene-ethyl- 
ene-propylene-styrene copolymer CSEPS), and the like. 
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These styrene block polymers are block copolymers in which 
the molecular weight of the styrene portion is preferably 
7000 to 20000 in styrene portion and preferably 35000 to 
70000 in rubber portion. 

As examples of the tackifier, there can be listed C 5 
series petroleum resin, C g series petroleum resin, C 5 /Cg 
series petroleum resin, polyterpene resin as copolymer of Oi 
pinene, pinene and dipentene, rosin series resin, hydro- 
generation-based additive of them, and the like, whose 
softening point is 80° C or more and whose molecular weight 
is 400 to 2000. 

As examples of the softener, there can be listed 
processed oil, various kinds of plasticizer, polybutene, 
liquid resin, and the like whose softening point is 10° C 
or less and whose average molecular weight is 200 to 700. 

The tackifier particularly preferably has the follow- 
ing composition. 

Styrene series block polymer 100 weight parts 

Tackifier 150 to 200 weight parts, or 

300 to 500 weight parts 
Softener 30 to 150 weight parts 

As shown in Fig. 3, the wrapping material 20 has the 
peelable sheet 21 fixed to that portion thereof which 
corresponds to the adhesive portion 16 of the sanitary 
napkin 10 through a fixture portion 22. 
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As the wrapping material 20, it is preferable to use 
a polyolefine film having a thickness of 5 um to 20 on,.. 

The characteristic portion in the wrapping structure 
1 for a sanitary napkin according to this embodiment „11 
be described in „ore detail. In the wrapping structure 1 
for a sanitary napkin according to this embodiment, the 
sanitary napkin 10 is folded in a longitudinal direction 
thereof to form the folding portions 17, and an outlet 26 
is formed along the longitudinal side edge la of the 
sanitary napkin 10 by opening the wrapping material 20 
along the perforations 23 and adapted to take out the 
sanitary napkin 10 therefrc, one end portion 27 of the 
peelable sheet 21 being fixed to an inner surface of the 
wrapping material 20 at an area in the vicinity of the 
outlet 26. 

As the peelable sheet 21, it is preferable to use one 
which is obtained by applying a peeling agent to a base 
material of the peelable sheet 21. 

As preferable examples of the base material of the 
peelable sheet 21, there can be listed a film or non-woven 
fabric, paper, composite material of them, and the like, 
which are composed of polypropylene, low density polyeth- 
ylene, polyvinyl alcohol, and the like, and whose thick- 
ness is 5 um to 50 um. 

. Knc . cpiected from silicon 
As the peeling agent, those selected 
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series, fluororesin series, isocyanate series, and the 
like are preferable. Particularly, as. the peeling agent, 
it is preferable to use one obtainable by applying one 
selected from the silicon series to the base material of 
the peelable sheet 21 and drying the same by heating, or 
spraying the same onto the base material in order to form 
a thin film thereon. 

The fixture portion 22 is formed, for example, by 
adhesive agent or heat sealing. As the adhesive agent, 
one chiefly composed of a styrene series block polymer is 
used as in the case with the adhesive layer 16. In the 
case where the fixture portion 22 is formed by heat seal- 
ing, it is preferable to use the polypropylene film as 
both the wrapping material and the base material of the 
peeling sheet. 

Also, in the wrapping structure for a sanitary napkin 
according to the present invention, the outlet 26 may be 
provided along the folding portions 17 which are formed by 
folding the sanitary napkin. However, in the case where 
the napkin is folded into three as in this embodiment, the 
outlet 26 should not be provided along the end portion 
(end portion on the side of the front portion 13) in the 
longitudinal direction of the exposed napkin in view of 
easiness of taking out the napkin. 

With respect to the peelable sheet 21 and the adhe- 
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sl ve layer 16, It 1= preferable to select them such that 
180- peel strength determined according to a measuring 
method, which will be described below, will become, pref- 
erably, 30 g to 90 g/50 ram. 

in. a combination of the adhesive agent and the peel- 
able sheet, which enables to provide the above-mentioned 
180' peel strength, the shearing strength reaches several 
grams/50 mm to several hundred kilograms/50 mm if the 
wrapping structure is the normal one in which the peelable 
sheet is fixed to the entire surface of the wrapping 
material. Therefore, the adhesive agent and the peelable 
sheet are difficult to peel off. M the arrangement is 
m ade such that the shearing strength is reduced in order 
to enhance an easy peel-off, there arises another incon- 
venience in that the adhesive layer and the peelable sheet 
are easily peeled off during the storage of the wrapping 
structure (before the use of the sanitary napkin), with 
the result that the adhesive layer adheres to other area 
or portion than the peelable sheet. 

in the case where the fixture portion of the peelable 
sheet is provided on the inner surface of the wrapping 
material on the opposite side to the outlet 26, the 
shearing strength becomes much larger than 180' peel 
strength which is obtainable when the peelable sheet 
fixed, through .the fixture portion, to the inner surface 
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of the wrapping material on the side where the napkin is 
taken out as in the present invention. As a matter of 
fact, in the normal combination of the adhesive agent and 
the peelable sheet, a hard attempt for peeling off the 
adhesive agent and the peelable sheet will result in 
breakage of the fixed bag. 
<180' peel strength (adhesive strength) > 

An adhesive agent was applied onto a polyethylene 
terephtalate film 50 pm in thickness, and the same was 
pressure attached to a stainless plate (sus302) by a 
single reciprocal movement (back and forth) of a rubber 
roller of 2 kg. The 180° peel strength at this time was 
measured. 

For the use of the sanitary napkin 10, first, as 
shown in Figs. 4A and 4B, the wrapping structure 1 is 
opened, through the perforations 23 provided on the wrap- 
ping material 20, to form the outlet 20, and then, the 
sanitary napkin 10 is taken out of the wrapping material 
20 through the outlet 26. As shown in Figs. 5A and 5B, 
when the sanitary napkin 10 is withdrawn in a direction as 
indicated by an arrow, the peelable sheet 21 is 
automatically peeled off the adhesive layer 16. 

Since the wrapping structure for a sanitary napkin 
according to the present invention is designed such that 
the sanitary napkin is withdrawn from the longitudinal 
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side edge or folding portions of the sanitary napkin as 
mentioned above, the sanitary napkin can be taken out in 
its folded condition and therefore, there is no possibili- 
ty that the adhesive layer is inadvertently adhered to 
other part than the peelable sheet during the course of 
taking out the sanitary napkin. 

The wrapping structure 1 for a sanitary napkin ac- 
' cording to this embodiment is formed in the following 
manners . 

in order to form the wrapping structure 1 for a 
sanitary napkin according to this embodiment, first, the 
sanitary napkin of Fig. 2 is folded into three toward the 
skin contacting surface 11 side of the central portion 14 
along the folding portions 17, first with the rear portion 
15 and then with the front portion 13. Subsequently, the 
adhesive layer 16 provided on the non-contacting surface 
12 side of the front portion 13 of the sanitary napkin 
which has been folded into three is brought into contact 
with the peelable sheet 21 which is fixed to the wrapping 
material 20, then the wrapping material 20 is folded such 
that opposite end edge portions 25 and 25' (see Fig. 3) 
are present on the side of the front portion 13 of the 
sanitary napkin 10, and finally the opposite side edge 
portions 24 and end edge portions 25 are jointed by heat 
sealing or the like. 
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Further embodiments of the present invention will now 
be described with reference to Figs. 6 to 8. It should 
be understood that those parts which are not particularly 
described in detail are the same as in the first embodi- 
ment. 

Fig. 6A is a sectional view [corresponding to Fig. 
IB] -showing a second embodiment of a wrapping structure 
for a sanitary napkin according to the present invention, 
and Fig. 6B is a sectional view [corresponding to Fig. 4B] 
showing one mode of taking out a sanitary napkin by open- 
ing the wrapping structure of Fig. 6A. Fig. 7A is a 
sectional view [corresponding to Fig. IB] showing a third 
embodiment of a wrapping structure for a sanitary napkin 
according to the present invention, and Fig. 7B is a 
sectional view [corresponding to Fig. 4B] showing one mode 
of taking out a sanitary napkin by opening the wrapping 
structure of Fig. 7A. Fig. 8A is a sectional view [corre- 
sponding to Fig. IB] showing a fourth embodiment of a 
wrapping structure for a sanitary napkin according to the 
present invention, and Fig. 8B is a sectional view [corre- 
sponding to Fig. 4B] showing one mode of taking out a 
sanitary napkin by opening the wrapping structure of Fig. 
8A. 

A wrapping structure 1A for a sanitary napkin accord- 
ing to the second embodiment of Fig. 6A includes an 
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adhesive layer 16A' also provided on a non-contacting 
surface 12A side of a central portion 14, of a sanitary 
napkin 10A. and a peelable sheet 21A extends from an 
outlet 26A over opposite two surfaces in an inner surface 
of a wrapping material 20A .which covers the other longi- 
tudinal side edge ISA' of the sanitary napkin 10A) and 
contacts the adhesive -layer 16*', too. 

For the use of the sanitary napkin, as shown in rig. 
6B, the wrapping material 20 is opened and the sanitary 
napkin 10A is withdrawn in a direction as indicated by an 
arro „. as a result, the peelable sheet 21A, which is in 
contact with the adhesive layer 16A, is peeled off the 
adhesive layer 16* thereby aHowing the sanitary napkin 
10A to be taken out of the wrapping material 20A. Then, 
the peelable sheet 21A, which is in contact with the 
adhesive layer ISA' , is peeled off the adhesive layer 16A' 
so that the sanitary napkin can be used. 

A wrapping structure IB for a sanitary napkin accord- 
ing to the third embodiment of Fig. 7B includes an 
additional adhesive layer KB- provided on a non- 
contactin, surface 12B side of a central portion 14B of a 
sanitary napkin 10B. A peelable sheet 21B covers the 
other longitudinal side edge IBB- of the sanitary napkm 
10B and contacts the adhesive layer 16B'. The peelable 
sheet 21B is attached to an inner surface of the wrapping 


material 20B. Specifically, at two opposite spots in the 
inner surface of the wrapping material 20B, that is, on 
the front portion 13B side and the central portion 14B 
side of the sanitary napkin 10B, opposite end portions 27B 
and 27B' of the peelable sheet 21B are fixed to the inner 
surface at an area in the vicinity of an outlet portion 
26B through fixture portions 22B and 22B*. 

For the use of the sanitary napkin, as shown in Fig. 
7B, the wrapping material 20B is opened to form the outlet 
26B and the sanitary napkin 10B is withdrawn in a 
direction as indicated by an arrow. As a result, the 
peelable sheets 21B, which are in contact with the 
adhesive layers 16B and 16B', are automatically peeled 
off, respectively, thereby allowing the sanitary napkin 
10B to be taken out of the wrapping material 20B. 

In the wrapping structure 1C for a sanitary napkin 
according to the first embodiment of Fig. 8A, an adhesive 
layer 16C is also provided on a non-contacting surface 
12C side of a central portion 14C of a sanitary napkin 
IOC. Peelable sheets 21C and 21C are provided 
respectively on two opposite spots in an inner surface of 
a wrapping material 20C, that is, a front portion 13C side 
and a central portion 14C side of the sanitary napkin IOC. 
One end portions of the peelable sheets 21C and 21C are 
fixed to the inner surface of the wrapping material 20C at 
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an area in a vicinity of an outlet 26C through fixture 
portions 22C and 22C. 

For the use of the sanitary napkin, as shown in Fig. 
8B, the wrapping material 20C is opened to form the outlet 
26C and the sanitary napkin IOC is withdrawn in a 
direction as indicated by an arrow. As a result, the . 
peelable sheets 21C, 21C which are in contact with the 
adhesive layers 16C and 16C, are automatically peeled 
off', respectively, thereby allowing the use of the sani- 
tary napkin IOC. 

Next, a fifth embodiment of a wrapping structure for 
a sanitary napkin according to the present- invention will 
be described with reference to Figs. 9 to U. It- should 
be understood that those parts which are not particularly : 
described in detail are the same as in the first embodi- 
ment . 

Fig. 9A is a perspective view showing the fifth 
embodiment of a wrapping structure for a sanitary napkin 
according to the present invention, Fig. 93 is a sectional 
view taken on line I-I- of the wrapping structure of Fig. 
9A, Fig. 10 is a perspective view of a sanitary napkin and 
a wrapping material which are shown in Figs. 9A and 9B, 
and Fig. 11 is a general perspective view showing one mode 
of forming the wrapping structure of Figs. 9A and 9B. 

In a wrapping structure ID for a sanitary napkin 
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according to the fifth embodiment of Figs. 9A and 9B, a 
non-contacting surface 12D of a sanitary napkin 10D is 
brought into contact with a wrapping material 20D, and a 
sanitary napkin 10D and the wrapping material 20D are 
integrally folded in an overlapped condition. 

Specifically, as shown in Fig. 10, the sanitary 
napkin 10D has three adhesive layers 16D which are provid- 
ed respectively on its front portion 13D, central portion 
14D and rear portion 15D on the non-contacting surface 12D 
side, while the wrapping material 20D has three peelable 
sheets 21D fixed respectively to three places thereof 
through fixture portions 22D in such a manner as to corre- 
spond to the adhesive layers 16D. As shown in Fig. 11, 
the non-contacting surface 12D of the sanitary napkin 10D 
is brought into contact with the wrapping material 20D 
such that the peelable sheets 21D are brought into contact 
with the adhesive layers 16D, respectively, and then the 
sanitary napkin 10D and the wrapping material 20D are 
integrally folded in an overlapped condition. 

By virtue of the above-mentioned construction, even 
if a plurality of adhesive layers 16D are provided over a 
wide range of the non-contacting surface 12D of the sani- 
tary napkin 10D, the whole adhesive layers 16D can be 
protected by the peelable sheets 21D, and in addition, the 
desired effects of the present invention can be exhibited. 
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For the use of the sanitary napkin 10D, as in the 
above-mentioned embodiments, the wrapping structure is 
opened and the sanitary napkin is taken out. In the case 
where the construction of this embodiment is employed, it 
is preferable in view of practical use that a non-woven 
material is used for the topsheet of the sanitary napkin. 

Next, a sixth embodiment of a wrapping structure for 
a sanitary napkin according to the present invention will 
be described with reference to Figs. 12 to 15. It should 
be understood that those parts which are not particularly 
described in detail are the same as in the first embodi- 


ment. 


Fig. 12 is a perspective view showing the sixth 
embodiment of a wrapping structure for a sanitary napkin 
according to the present invention, and Fig. 13 is a 
bottom view of a sanitary napkin for the use in the wrap- 
ping structure of Fig. 12. Fig. 14 is a general perspec- 
tive view showing one mode of the sanitary napkin of Fig. 
13 but with the flaps folded, and Fig. 15 is a general 
perspective view showing one mode of folding the sanitary 
napkin of Fig. 14 into three. 

in the wrapping structure 40 for a sanitary napkin 
according to the sixth embodiment of Fig. 12, a sanitary 
napkin 50 includes a napkin body 59 and a pair of flaps 60 
extending in a width direction thereof from opposite 
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longitudinal side edge portions thereof, an adhesive layer 
56 provided on a front portion 53 of the sanitary napkin 
50 being adhered to a peelable sheet 71 which is fixed to 
a wrapping material 70 through a fixture portion 72. 

Specifically, as shown in Fig. 13, the sanitary 
napkin 50 has adhesive layers 61 each provided on a gener- 
ally central portion of each flap 60 and a peelable por- 
tion 53 provided on the napkin body 59 on a non-contacting 
surface 52 side of a central portion 54 thereof. In the 
wrapping structure for a sanitary napkin according to this 
embodiment, as shown in Fig. 14, the pair of flaps 60 are 
folded toward the non-contacting surface 52 side of the 
napkin body 59 such that the adhesive layers 61 are 
brought into contact with the peelable portion 58, and 
then, as shown in Fig. 15, the sanitary napkin 50 with the 
flaps 60 thus folded is folded into three along folding 
portions 57 such that the front portion 53 is exposed, and 
finally the sanitary napkin 50 is substantially tightly 
wrapped up vizh the wrapping material 70 such that the 
peelable sheet 71 is brought into contact with the exposed 
adhesive layer 56 of the front portion 53. 

For the use of the sanitary napkin 50, as in the 
above-mentioned embodiments, the sanitary napkin is taken 
out and the adhesive layers 61 of the flaps 60 are peeled 
off the peelacle portion 58, thereby allowing the use of 
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the sanitary napkin. 

Next, a still further embodiment of the present 
invention will be described with reference to Figs. 16 to 
20. It should be understood that those parts which are 
not particularly described in detail are. the same as in 
the first embodiment. 

Fig. -16A is a perspective view showing a seventh 
embodiment of a wrapping structure for a sanitary napkin 
according to the present invention, Fig. 16B is a sec- 
tional view taken on line I-I' of the wrapping structure 
of Fig. 16A, Fig. 17 is a bottom view of a sanitary napkin 
: which is shown in Fig. 16, and Fig. 18 is a perspective 
view of a wrapping material which is shown in Fig. 16. 
Fig. 19A is a perspective view showing one mode of taking 
out a sanitary napkin by opening the wrapping structure of 
Fig. 16, Fig. 19B. is a sectional view taken on line I-I' 
of the wrapping structure of Fig. 19A, Fig. 20A is a 
perspective view showing one mode of the sanitary napkin 
which has been fully taken out of the wrapping structure 
of Fig. 16 by opening the wrapping structure, and Fig. 
20B is a sectional view taken on line I-I' of the wrapping 
structure of Fig. 20A. 

A wrapping structure 191 for a sanitary napkin ac- 
cording to this embodiment of Figs. 16A and 16B comprises 
a sanitary napkin 110 and a wrapping material 20 for 


wrapping the sanitary napkin 110, adhesive layers 116 
provided on a non-contacting surface 112 of the sanitary 
napkin 110 being detachably adhered to peelable sheets 121 
fixed to an inner surface of the wrapping material 120. 
The sanitary napkin 110 is folded in its longitudinal 
direction to form folding portions 117. There is further 
provided an outlet 126 which is- formed by opening the 
wrapping material 120 along perforations 123 and through 
which the sanitary napkin 110 is taken out. Two peelable 
sheets 121 are provided on one surface in the inner sur- 
face of the wrapping material 120 from the outlet 126 
toward the opposite side to the outlet 126. End portions 
127 of the respective peelable sheets 121 on the outlet 
126 side are fixed to the inner surface of the wrapping 
material 120 through the fixture portions 122. 

As shown in Fig. 17, the sanitary napkin 110 is 
provided with two rectangular adhesive layers 116 . on a 
front portion 113 on the side of the non-contacting sur- 
face 112 side. Owing to the provision of the two adhe- 
sive layers 112, there is formed a portion having no 
adhesive layer at a length-wise central portion of the 
non-contacting surface 112. Therefore, there is no such 
inconvenience as conventionally had, that the respective 
adhesive layers are adhered during the course of wearing 
the sanitary napkin and therefore they must be peeled off. 
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As shown in Fig. 18, the wrapping material 120 has 
two peelable sheets 121 which are fixed thereto through 
the fixture portions 122 in such a manner as to correspond 
to the adhesive layers 116. 

For the use of the sanitary napkin 110, first, as 
shown in Figs. 19A and 19B, the wrapping structure 101 is 
opened by opening the perforations 123 which are provided 
on the wrapping material 120, thereby to form the outlet 
126, and the sanitary napkin 110 is withdrawn through the 
outlet 126 in a direction as indicated by an arrow. By 
doing this, as shown in Figs. 20A and 20B, the peelable 
sheet 121 is automatically peeled off the adhesive layer 
116 so that the sanitary napkin 110 can be taken out, 
while prohibiting the detachment of the peelable sheet 121 
from the wrapping material 120 and without allowing one 
end of the peelable sheet 121 from coming out of the 
outlet 126. At this time, since it does not occur that 
the peelable sheet is detached from the wrapping material 
and the one end (unfixed end portion) of the peelable 
sheet 121 comes out of the outlet 126, the user is not 
required to take the trouble for returning the peelable 
sheet into the wrapping material. 

Since the wrapping structure for a sanitary napkin 
according to this embodiment is constructed such that the 
sanitary napkin can be withdrawn first with the longitudi- 
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nal side edge or folding portions of the sanitary napkin 
as mentioned above, the sanitary napkin can be taken out 
in its folded condition. Accordingly, it never occurs 
that the adhesive layer adheres to other part than the 
peelable sheets during the course of taking out the sani- 
tary napkin. in addition, the peelable sheet does not 
come out of the wrapping material. 

Yet further embodiments of the present invention will 
now be described with reference to Figs. 21 and 22. It 
should be understood that those parts which are not par- 
ticularly described in detail are the same as in the first 
embodiment. 

Fig. 21 is a sectional view [corresponding to Fig. 
16B] showing an eighth embodiment of a wrapping structure 
for a sanitary napkin according to the present invention, 
and Fig. 22 is a sectional view [corresponding to Fig. 
16B] showing a ninth embodiment of a wrapping structure 
for a sanitary napkin according to the present invention. 

In a wrapping structure 101A for a sanitary napkin 
according to the eighth embodiment of Fig. 21, two of the 
peelable sheets 121A are provided on each of two opposing 
surfaces in the inner surface of the wrapping material 
120A. 

Specifically, the wrapping structure 101A for a 
sanitary napkin has additional adhesive layers 116A' which 
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are also provided on a non-contacting surface U2A side of 
a central portion 114A of a sanitary napki* UOA. Two 
peelable sheets IMA and 121A' are provided on each of two 
opposing surfaces (that is, front portion U3A side and 
central portion IMA side of the sanitary napkin UOA, in 
an inner surface of the wrapping materia! UOA. One end 
portions 127A and 127A- of the peelable .sheets 121A and 
121A are fixed to the inner surface of the wrapping mate- 
rial 120A through fixture portions 122A and 122A. 

ma wrapping structure HUB for a sanitary napkin 
according to the seventh embodiment of Fig. 22, the peel- 
able sheet 121B, which is provided on the opposite side to 
the outlet 126B extends over to a central portion of that 
surface opposing one surface in the inner surface of the 
wrapping material from the one surface through the 
opposite side to the outlet 126B. 

specifically, an adhesive layer 116B' is also provid- 
ed on the non-contacting surface 112B side of the central 
portion 1MB of the sanitary napkin 110B. A peelable 
sheet 121B- extends over two opposing surfaces in an inner 
surface of a wrapping material 120B from an outlet 126B 
(i.e., in such a manner as to cover the other side edge 
H8B' of the sanitary napkin 110B in a longitudinal direc- 
tion thereof). The peelable sheet 121B- is also in 
contact with the adhesive layer 116B'. 
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Next, an additional embodiment of a wrapping struc- 
ture for a sanitary napkin according to the -present inven- 
tion will be described with reference to .Figs. 23 to 25. 
It should be understood that those parts which are not 
particularly described in detail are the same as in the 
first embodiment. 

Fig. 23A is a perspective view showing an additional 
embodiment of a wrapping structure for a sanitary napkin 
according to the present invention, Fig. 23B is a 
sectional view taken on line I-I' of the wrapping struc- 
ture of Fig. 23A, Fig. 24 is a perspective view of a 
sanitary napkin and a wrapping material which are shown in 
Figs. 23A and 23B, and Fig. 25 is a general perspective 
view showing one mode of forming the wrapping structure of 
Figs. 23A and 23B. 

In the wrapping structure 101 for a sanitary napkin 
according to the embodiment of Figs. 23A and 23B, a non- 
contacting surface 112C of a sanitary napkin HOC is 
brought into contact with a wrapping material 120C, and 
the sanitary napkin HOC and the wrapping material 120C 
are integrally folded in an overlapped condition. 

Specifically, as shown in Fig. 24, a sanitary napkin 
HOC has adhesive layers 116C which are provided on a 
front portion 113C, a central portion 114C and a rear 
portion 115C on a non-contacting surface 112C side there- 
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of, while a wrapping material 120C has peelable sheets 
121C which are fixed to six spots thereof through fixture 
portions 122C in such a manner as to correspond to the 
adhesive layers 11GC. As shown in Fig. 25, the non- 
contacting surface 112C of the sanitary napkin HOC is 
brought into contact with the wrapping material 120C such 
.that the peelable sheets 121C are brought into contact 
with the adhesive layers 116C, . respectively, and then the 
sanitary napkin HOC and the wrapping material 120C are 
integrally folded in an overlapped condition. 

By virtue of the above-mentioned construction, even 
if a plurality of adhesive layers 116C are provided over a 
wide range of the non-contacting surface 112C of the . 
sanitary napkin HOC, the whole adhesive layers 116C can 
be protected by the peelable sheets 121C, and in addition, 
the desired effects of the present invention can be exhib- 
ited. 

For the use of the sanitary napkin HOC, as in the 
above-mentioned embodiments, the wrapping structure is 
opened and the sanitary napkin is taken out. In the case 
where the construction of this embodiment is employed, it 
is preferable in view of practical use that a non-woven 
material is used for the topsheet of the sanitary napkin. 

Next, an eleventh embodiment of a wrapping structure 
for a sanitary napkin according to the present invention 
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will be described with reference to Figs. 26 to 29. It 
should be understood that those parts which are not par- 
ticularly described in detail are the same as in the first 
embodiment. 

Fig. 26 is a perspective view showing the eleventh 
embodiment of a wrapping structure for a sanitary napkin 
according to the present invention, and Fig. 17 is a 
bottom view of a sanitary napkin for the use in the wrap- 
ping structure of Fig. 26. Fig. 28 is a general perspec- 
tive view showing one mode of the sanitary napkin of Fig. 
27 but with the flaps folded, and Fig. 29 is a general 
perspective view showing one mode of folding the sanitary 
napkin of Fig. 28 into three. 

In the wrapping structure 140 for a sanitary napkin 
according to the eleventh embodiment of Fig. 26, a sani- 
tary napkin 150 includes a napkin body 159 and a pair of 
flaps 160 extending in a width direction thereof from 
opposite longitudinal side edge portions thereof, adhesive 
layers 156 provided on a front portion 153 of the sanitary 
napkin 150 being adhered to two peelable sheets 171 which 
are fixed to a wrapping material 170 through fixture 
portion 172. 

Specifically, as shown in Fig. 27, the sanitary 
napkin 150 has adhesive layers 161 each provided on a 
generally central portion of each flap 160 and a peelable 
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portion 158 provided on a central portion 154 of the 
napkin body 159 on a non-contacting surface 152 side 
thereof. In the wrapping structure for a sanitary napkin 
according to this embodiment, as shown in Fig. 28, the 
pair of flaps 160 are folded toward the non-contacting 
surface 152 side of the napkin body 159 such that the 
adhesive layers 161 are brought into contact with the 
peelable portion 158, and then, as shown in Fig. 29, the 
sanitary napkin 150 with the flaps 160 thus folded is 
folded into three along folding portions 157 such that the 
front portion 153 is exposed, and finally the sanitary 
napkin 150 is substantially tightly wrapped up with the 
wrapping material 170 such that the peelable sheets 171 
are brought into contact with the exposed adhesive layers 
156 of the front portion 153. 

For the use of the sanitary napkin 150, as in the 
above-mentioned embodiments, the sanitary napkin is. taken 
out and the adhesive layers 161 of the flaps 160 are 
peeled off the peelable portion 158, thereby allowing the 
use of the sanitary napkin. Next, a further additional 
embodiment of the present invention will be described with 
reference to Figs. 30 to 33. It should be understood that 
those parts which are not particularly described in detail 
are the same as in the first embodiment. 

Fig. 30A is a perspective view showing a twelfth 


embodiment of a wrapping structure for a sanitary napkin 
according to the present invention, Fig. 30B is a sec- 
tional view taken on line I-I 1 of the wrapping structure 
of Fig. 30A, Fig. 31 is a bottom view of a sanitary napkin 
which is shown in Fig. 30, and Fig. 32 is a perspective 
view of a wrapping structure which is shown in Fig. 30. 
Fig. 33A is a perspective view showing "one mode of taking 
out the sanitary napkin by opening "the wrapping structure 
of Fig. 30, and Fig. 33B is a sectional view taken on line 
I-I' of the wrapping structure of Fig. 33A. 

A wrapping structure 201 for a sanitary napkin ac- 
cording to this embodiment of Figs. 30A and 30B comprises 
a sanitary napkin 210 and a wrapping material 220 for 
wrapping the sanitary napkin 210, an adhesive layer 216 
provided on a non-contacting surface 212 of the sanitary 
napkin 210 being detachably adhered to a peelable sheet 
221 fixed to an inner surface of the wrapping material 
220. The sanitary napkin 210 is folded in its 
longitudinal direction to form folding portions 217. 
There is further provided an outlet 226 which is formed by 
opening the wrapping material 220 along a longitudinal 
side edge 218 of the sanitary napkin 210. The peelable 
sheet 221 is fixed at an end portion 227 on the outlet 
side and a central portion thereof to the inner surface of 
the wrapping material through an end fixture portion 222 
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and a central fixture portion 228. The central fixture 
portion 228 is fixed at one point. 

The term "central portion" used herein is not limited 
to a central portion of the peelable sheet. For example, 
" in the case where a peelable sheet of the size capable of 
covering a side edge on the opposite side to the side edge 
218 of the sanitary napkin is used, the central fixture 
portion may be provided on a central portion of one sur- 
face of the wrapping material. It may be designed such 
that the peelable sheet is fixed at one end portion there- 
of to the end fixture portion and folded back at the 
opposite side to the outlet, and the other end of the 
peelable sheet is fixed to the central fixture portion. 
It may also be designed such that the peelable sheet is 
fixed to the central fixture portion through other member 
such as a narrow ribbon like tape or the like which is 
provided in a parallel relation with the outlet at the 
central fixture portion. The above-mentioned "one point- 
is not particularly limited in size, etc. 

As shown in Fig. 32, the wrapping material 220 has 
the peelable sheet 221 which is fixed to a portion corre- 
sponding to the adhesive portion 216 of the sanitary 
napkin 210 through the end fixture portion 222 and central 
fixture portion 228. 

The end fixture portion 222 and central fixture 
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portion 228 are formed, for example, of an adhesive agent 
or heat sealing. As the adhesive agent-/ one chiefly 
composed of a styrene series block polymer is used as in 
the case with the adhesive layer 16. In the case where 
the end fixture portion 222 and central fixture portion 
228 are formed by heat sealing, it is preferable to use 
the polypropylene film as both the wrapping material and 
the base material of the peeling sheet. 

For the use of the sanitary napkin 210, first, as 
shown in Figs. 33A and 33B, the wrapping structure 201 is 
opened by opening the perforations 223 which are provided 
on the wrapping material 220, thereby to form the outlet 
226, and the sanitary napkin 210 is withdrawn through the 
outlet 226 in a direction as indicated by an arrow. By 
doing this, the peelable sheet 221 is automatically peeled 
off the adhesive layer 216 so that the sanitary napkin 110 
can be taken. out. At this time, since it does not occur 
that the peelable sheet 221 is detached from the wrapping 
material and the one end (unfixed end portion) of the 
peelable sheet 221 comes out of the outlet 226 owing to 
the function of the end fixture portion 222 and central 
fixture portion 228, the user is not required to take the 
trouble for returning the peelable sheet into the wrapping 
material. 

Next, a thirteenth embodiment of the present inven- 
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tion will be described with reference to Fig. 34. It 
should be understood that those parts which are not par- 
ticularly described in detail are the same as in the 
above-mentioned embodiments. 

Fig. 34 is a sectional view [corresponding to Fig. 
30B] showing the thirteenth embodiment of a wrapping 
structure for a sanitary napkin according to the present 
invention. 

in the wrapping structure 201A for a sanitary napkin 
according to the embodiment of Fig. 34, peelable sheets 
221A and 221A' are provided on two opposing surfaces in an 
inner surface of the wrapping material 220A. 

Specifically, an adhesive layer 216A' is also provid- 
ed on a non-contacting surface 212A side of a central 
portion 214A of a sanitary napkin 210A, and peelable 
sheets 221A.and 221A- are provided on two opposing sur- 
faces (that is, front portion 213A side and central por- 
tion 214A side of the sanitary napkin 210A) in an inner 
surface of the wrapping material 220A. One end portions 
227A and 227A' of the peelable sheets 221A and 221A' are 
fixed to the inner surface of the wrapping material 220A 
at an area in the vicinity of an outlet 226A through end 
fixture portions 222A and 222A- and central fixture por- 
tions 228A and 228A' . 

Next, a fourteenth embodiment of a wrapping structure 
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for a sanitary napkin according to the present invention 
will be described with reference to Figs. 35- to 37. 

Fig. 35A is a perspective view showing the fourteenth 
embodiment of a wrapping structure for a sanitary napkin 
according to the present invention, Fig. 35B is a 
sectional view taken on line I-I' of the wrapping struc- 
ture of Fig. 35A, Fi'g. 36 is a perspective view of a 
sanitary napkin and a wrapping material which are shown in 
Figs. 35A and 35B, and Fig. 37 is a general perspective 
view showing one mode of forming the wrapping structure of 
Figs. 35A and 35B. 

In the wrapping structure 201B for a sanitary napkin 
according to the embodiment of Figs. 35A and 35B, the 
non-contacting surface 212B of the sanitary napkin 210B is 
brought into contact with the wrapping material 220B, and 
the sanitary napkin 210B and the wrapping material 220B 
are folded so as to be integrally folded in an overlapped 
condition. 

Specifically, as shown in Fig. 36, a sanitary napkin 
210B has adhesive layers 216B which are provided on a 
front portion 213B, a central portion 214B and a rear 
portion 215B on a non-contacting surface 212B side there- 
of, while a wrapping material 220B has peelable sheets 
221B which are fixed to three spots thereof through end 
fixture portions 222B and central fixture portions 228B in 
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such a manner as to correspond to the adhesive layers 
216B. As shown in Fig. 37, the non-contacting surface 
212B of the sanitary napkin 210B is brought into contact 
with the wrapping material 220B such that the peelable 
sheets 221B are brought into contact with the adhesive 
layers 216B, respectively, and then the sanitary napkin 
210B and the wrapping material 220B are integrally folded- 
in an overlapped condition. 

By virtue of the above-mentioned construction, even 
if a plurality of adhesive layers 216B are provided over a 
wide range of the non-contacting surface 212B of the 
sanitary napkin 210B, the whole adhesive layers 216B can 
be protected by the peelable sheets 221B, and in addition, 
the desired effects of the present invention can be exhib- 
ited. 

For the use of the sanitary napkin 210B, as in the 
above-mentioned embodiments, the wrapping structure is 
opened and the sanitary napkin is taken out. In the case 
where the construction of this embodiment is employed, it 
is preferable in view of practical use that a non-woven 
material is used for the topsheet of the sanitary napkin. 

Next, a fifteenth embodiment of a wrapping structure 
for a sanitary napkin according to the present invention 
will be described with reference to Figs. 38 to 41. 

Fig. 38 is a perspective view showing another embodi- 


ment of a wrapping structure for a sanitary napkin accord- 
ing to the present invention, and Fig. 39 is* a bottom view 
of a sanitary napkin for the use in the wrapping structure 
of Fig. 38. Fig. 40 is a general perspective view show- 
ing one mode of the sanitary napkin of Fig. 39 but with 
the flaps folded, and Fig. 41 is a general perspective 
view showing one mode of folding the sanitary napkin of 
Fig. 40 into three. 

In the wrapping structure 240 for a sanitary napkin 
according to the embodiment of Fig. 38, a sanitary napkin 
250 includes a napkin body 259 and a pair of flaps 260 
extending in a width direction thereof from opposite 
longitudinal side edge portions thereof, adhesive layers 
256 provided on a front portion 253 of the sanitary napkin 
250 being adhered to peelable sheets 271 which are fixed 
to a wrapping material 270 through end fixture portions 
272 and central fixture portions 278. 

Specifically, as shown in Fig. 39, the sanitary 
napkin 250 has adhesive layers 261 each provided on a 
generally central portion of each flap 260 and a peelable 
portion 258 provided on a central portion 254 of the 
napkin body 259 on a non-contacting surface 252 side 
thereof. In the wrapping structure for a sanitary napkin 
according to this embodiment, as shown in Fig. 40, the 
pair of flaps 260 are folded toward the non-contacting 
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surface 252 side of the napkin body 259 such that the 
adhesive layers 261 are brought into contact with the 
peelable portion 258, and then, as shown in Fig. 41, the 
sanitary napkin 250 with the flaps 260 thus folded is 
folded into three along folding portions 257 such that the 
front portion 253 is exposed, and finally the sanitary 
napkin 250 is substantially tightly wrapped up with the 
wrapping material 270 such that the peelable sheets 271 
are brought into contact with the exposed adhesive layers 
256 of the front portion 253. 

For the use of the sanitary napkin 250, as in the 
above-mentioned embodiments, the sanitary napkin is taken 
out and the adhesive layers 261 of the flaps 260 are 
peeled off the peelable portion 258, thereby allowing the 
use of the sanitary napkin. 

The wrapping structure for a sanitary napkin accord- 
ing to the present invention is not limited to the above- 
m entioned embodiments. For example, the adhesive layers 
are not limited to rectangular in configuration but may 
also be linear, spiral, dots, etc., which are provided in 
parallel relation to the outlet. In the above-mentioned 
embodiments, the perforations are provided over the entire 
periphery of the wrapping structure, but they may be 
provided only on the upper surface or lower surface of the 
wrapping structure. It is not essential to take out the 
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sanitary napkin first with the side edge portion. It may 
be' designed such that an outlet is formed along the 
folding portions so that the sanitary napkin can be taken 
out first with the folding portions. It may also be 
designed such that the peelable sheet is extended from the 
outlet and folded back at the middle of the extension so 
as" to be fixed to the inner surface of the wrapping 
material. 

Embodiments of the second invention (second aspect of 
the invention) will now be described in detail with refer- 
ence to Figs. 42 to 53. 

Fig. 42A is a perspective view showing a first 
embodiment of a wrapping structure for a sanitary napkin 
according to the present invention, Fig. 42B is a sec- 
tional view taken on line I-I • of the wrapping structure 
of Fig. 42A, Fig. 43 is a bottom view of a sanitary napkin 
which is shown in Fig. 42, and Fig. 44 is a perspective 
view of a wrapping material which is shown in Fig. 42. 

A wrapping structure 301 for a sanitary napkin ac- 
cording to this embodiment of Figs. 42A and 42B comprises 
a sanitary napkin 310 and a wrapping material 320 for 
wrapping the sanitary napkin 310. An adhesive layer 316 
provided on a non-contacting surface 312 of the sanitary 
napkin 310 is detachably adhered to a peelable portion 321 
(see Fig. 44) which is fixed to an inner surface of the 
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wrapping material 320. The sanitary napkin 310 is 
divided, by folding portions 317 which are -provided in a 
„idth direction thereof, into three parts of a front 
portion 313, a central portion 314 and a rear portion 315 
in a longitudinal direction, such that the area of .the 
front portion 313 is different from that of the rear 
portion' 315. The sanitary napkin 310 is folded along the 
folding portions 317 such that the front portion 313 and 
the rear portion 315 are overlapped with each other. 

More specifically, the wrapping structure 301 for a 
sanitary napkin according to this embodiment is construct- 
ed such that the sanitary napkin 310 is folded along the 
folding portions 317 which divides the sanitary napkin 310 
into three parts of the front portion 313, the central 
portion 314 and the rear portion 315, in a longitudinal 
direction thereof, toward the side of a skin contacting 
surface 311 of the central portion 314 first with the rear 
portion 315 and then with the front portion 313, and such 
folded sanitary napkin 310 is wrapped up with the wrapping 
material 320 such that the adhesive layer 316 contacts the 
peelable sheet 321 and opposite side edge portions 322 and 
opposite end edge portions 324 (see Fig. 44, of the wrap- 
pin, material 320 are fixed. The front portion 313 is 
located forwardly of the user when the sanitary napkin 310 
is in use. 
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The opposite side edge portions 322 and opposite end 
edge portions 324 of the wrapping material* 320 are con- 
nected together by heat sealing. The sanitary napkin is 
provided with a plurality of perforations 323 formed in a 
longitudinal direction thereof. 

As shown in Fig. 43, the sanitary napkin 310, which 
is wrapped up by the wrapping structure of the present 
invention, is provided at the front portion 313 and the 
central portion 314 in a non-contacting surface 312 with 
the adhesive layer 316. The sanitary napkin 310 is a 
normal one in which the skin contacting surface 311 is 
formed of a liquid permeable sheet material and the non- 
contacting surface 312 is formed of a liquid impermeable 
sheet material, and there is provided a liquid retentive 
absorber between the skin contacting surface 311 and the 
non-contacting surface 312. 

The adhesive layer 316 can be formed in the same 
manner as in the first embodiment using the same material. 

As shown in Fig. 44, the wrapping material 320 has 
the peelable portion 321 which is provided on a portion 
thereof corresponding to the adhesive layer 316 of the 
sanitary napkin 310. It is acceptable as long as the 
peelable portion 321 is provided on at least a portion 
corresponding to the adhesive layer 316. Therefore, the 
peelable portion 321 may be provided on other portion than 
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tha t portion which corresponds to the adhesive layer 3X0. 
. As the M rappin, -ateriaX320.it is preferable to use 

, a polyolefine { U» having a thinness of 5 p to 20. „. 

peelable portion 32! is for-ed by applying a 

sur£ ace of the wrapping material. As a peeling -posi- 
tion of the peeling agent or peelable tape, those seated 
{r o. silicon resin series, fluororesin series, octadecy- 
Usocyanate series, and the 1U » are preferable. ParUc- 
ularly, as the composition of the peeling agent, it « 
preferable to use one which is obtained by applying one 
sel ected fro. the silicon resin series and drying the sa-e 
oy heating, or spraying the sa-e onto the inner surface of 
the wrapping material in order to for- a thin *«- 

on. . 

It is preferable to use paper, polyolefine or polyes- 
ter fil- or the 1*. as the peelable tape. 
tap e, i.e., paper, polyolefine or polyester fiU. is 
preferably attached to the wrapping material by heating, 

ul trasonic wave, or the »*.. «»» 

tap e has a suitable degree of rigidity. Moreover, since 
. this peelable tape is easy to open and excellent in ther- 
Ml resistance, it is advantageous in view of production. 

Ih e characteristic portion in the wrapping structure 
301 for a sanitary napXin according to this e-bodi.ent 
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will be described in more detail. in the wrapping struc- 
ture 301 for a sanitary napkin according .to this embodi- 
ment, the sanitary napkin 310 is folded along the folding 
portions 317 which divides the sanitary napkin 310 into 
three parts of the front portion 313, the central portion 
314 and the rear portion 315, in a longitudinal direction 
thereof such that the area of the front portion 313 is 
different from that of the rear portion 315. Further- 
more, the sanitary napkin 310 is folded along the folding 
portions 317 such that the front portion 313 and the rear 
portion 315 are partially overlapped with each other. 

As shown in Fig. 43, it is desirable that the folding 
portions 317 satisfy the relation (1) to (3) set forth 
hereunder among the longitudinal length L x of the sanitary 
napkin, the length L 2 of the front portion and the length 
L 3 of the rear portion. 

(1) L-l = 0.30L to 0.45L 

(2) L 2 = 0.35L to 0.50L 

(3) L 3 = 0.10L to 0.30L 

(wherein: L 1 +L 2 +L 3 =L, L 1 >L 3 , L 1 +L 3 >L 2 ) 
By virtue of the employment of the above-mentioned 
construction, there can be provided an adhesive layer (s) 
so that the sanitary napkin exhibits a sufficient amount 
of tucking force, the leak preventive effect can be im- 
proved because the folding portions are not present at 
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c „at portion which contacts a local portion of the user's 
bo d,atthe time of discharge, 

the similar degree of compactness as the normal three- 
folded sanitary napkin. 

F „r the use of the sanitary napkin 310. the wrapping 
structure 301 is opened by opening the perforations 323 
which are provided cn the wrapping material 320. Then, 
the sanitary napkin 310 is withdraw from the wrapping 
material 320. As a result, the peelable sheet 21 is 
^ -si fi thereby allowing the 
peeled off the adhesive layer 316, thereby 

use of the sanitary napkin 310. 
. ^wrapping, structure 301 for a sanitary napkm 

according to this embodiment is forced in the following : 

manners. 

I„ order to form the wrapping, structure 301 for a 
sanitary napkin according to this pediment, first, the 
sanitary napkin of 43 is folded into three toward the 

skin contacting surface 311 side of the centra! portion 
314 along the folding portions 317, first with the rear 
portion 315 and then with the front portion 313. subs- 
equently, the adhesive !ayer 316 provided on the non- 
contactin, surface 312 side of the front portion 313 of 
the sanitary napkin which has been folded into three >. 
brought into contact with the peelable portion 321 of the 
wrapping material 320, then the wrapping material 320 rs 
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folded into three such that the opposite end edge portions 
324 are overlapped with each other, and finally the oppo- 
site side edge portions 322 and end edge portions 324 are 
jointed by heat sealing or the like. 

Next, further embodiments of the present invention 
will be described with reference to Figs. 45 to 49. It 
should be understood that those parts which are not par- 
ticularly described in detail are the same as in the 
above-mentioned sixteenth embodiment. 

Fig. 45 is a sectional view showing a seventeenth 
embodiment of a wrapping structure for a sanitary napkin 
according to the present invention, Fig. 46 is a sectional 
view showing an eighteenth embodiment of a wrapping 
structure for a sanitary napkin according to the present 
invention, Fig. 47 is a sectional view showing a nine- 
teenth embodiment of a wrapping structure for a sanitary 
napkin according to the present invention, Fig. 48A is a 
perspective view showing a twentieth embodiment of a 
wrapping structure for a sanitary napkin according to the 
present invention, Fig. 48B is a sectional view taken on 
line I-I' thereof, and Fig. 49 is a sectional view showing 
a twenty-first embodiment of a wrapping structure for a 
sanitary napkin according to the present invention. 

In a wrapping structure 301A for a sanitary napkin 
according to the seventeenth embodiment of the present 
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invention which is show, in Fig. 45, the sanitary napkin 
310A is folded such that only end portions of the front 
portion 313A and rear portion 315A are overlapped with 
each other, and adhesive layers 316A are provided on the 
front portion 313A, a centra! portion 314A and a rear 
portion 315A, respectively. 

m a wrapping structure 301B for a sanitary napkin 
according to the eighteenth e-bodiment of the present 
invention which is shown in Fig. 46, a sanitary napkm 
310B is designed such that a front portion 313B and a rear 
portion 315B become narrower (thinner, toward the end 
portions thereof, and these narrowed (thin) portions are 
overlapped with each other. 

in a wrapping structure 301C for a sanitary napkin 
according to the nineteenth embodiment of the present 
invention which is shown in Fig. 47, a peelab!e portion 
321C is formed by firmly fixing a peelable sheet 325C to 
an inner surface of the wrapping material 320C through a 
fixture portion 326C. Specifically, there is provided an 
outlet 326C for taking out the sanitary napkin 310C, the 
outlet 326C being formed by opening perforations 323C of 
the wrapping material 320C along the width direction of 
the sanitary napkin 310C. One end portion of the 
peelable sheet 325C is fixed to the inner surface of the 
capping material 320C at an area in the vicinity of the 
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outlet 326C. 

As the peelable sheet 325C, it is preferable to use 
one which is obtained by applying a peeling agent to a 
base material of the peelable sheet. 

As preferable examples of the base material of the 
peelable sheet 325C, there can be listed a film or non- 
woven fabric, paper, composite material of them, and the 
like, which are composed of polypropylene, low density 
polyethylene, polyvinyl alcohol, and the like, and whose 
thickness is 5 pm to 50 um. 

As the peeling agent, those selected from silicon 
series, fluororesin series, isocyanate series, and the 
like are preferable. Particularly, as the peeling agent, 
it is preferable to use one obtainable by applying one 
selected from the silicon resin series to the base materi- 
al of the peelable sheet 325C and drying the same by 
heating, or spraying the same onto the base material in 
order to form a thin film thereon. 

The fixture portion 326C is formed, for example, by 
adhesive agent or heat sealing. As the adhesive agent, 
one chiefly composed of a styrene series block polymer is 
used as in the case with the adhesive layer 316C. In the 
case where the fixture portion 326C is formed by heat 
sealing, it is preferable to use the polypropylene film as 
both the wrapping material and the base material of the 
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peeling sheet. 

For the use of the sanitary napkin,'- the sanitary 
napkin 3!0C is withdrawn through the outlet 326C which is 
formed by opening the .rapping materia! 320C through the 
perforations 323C. As a result, the peelable sheet 21C 
which is in contact with the adhesive layer 316C, x. 
automatically peeled off, thereby allowing the use of the 

sanitary napkin. 

In a wrapping structure 301D for a sanitary napkin 
according to a twentieth embodiment of the present inven- 

surface 312D of the sanitary napkin 310D is brought into 
contact with a wrapping material 320D, the sanitary napkin 
310D and the wrapping material 320D are integrally folded 
in an overlapped condition and each side of the wrapping 
material 320D is jointed. 

in a wrapping structure 301E for a sanitary napkin 
according to the twenty-first embodiment of the present 
invention which is shown in Fig. 49, the sanitary napkin 
31 0B is a thin type sanitary napkin, and the sanitary 
napkin is folded such that one end of a rear portion 315E 
is present in a generally middle part of a central portion 
314. 

Bext, a twenty-second embodiment of a wrapping struc- 
ture for a sanitary napkin according to the present inven- 


tion will be described with reference to Figs. 50 to 53. 

Fig. 50 is a perspective view showing the twenty- 
second embodiment of a wrapping structure for a sanitary 
napkin according to the present invention, and Fig. 51 is 
a bottom view of a sanitary napkin for the use in the wrap- 
ping structure of Fig. 50. Fig. 52 is a general perspec- 
tive view showing one mode of folding flaps of the sani- 
tary napkin of Fig. 51, and Fig. 53 is a general perspec- 
tive view showing one mode of folding the sanitary napkin 
of Fig. 52 into three. 

In a wrapping structure 340 for a sanitary napkin 
according to the twenty-second embodiment of Fig. 50, a 
sanitary napkin 350 comprises a napkin body 359 and a pair 
of flaps 360 extending in a width direction thereof from 
opposite longitudinal side edge portions thereof. An 
adhesive layer 356 provided on a front portion 353 of the 
sanitary napkin 350 and a peelable portion 371 of a wrap- 
ping material 370 are detachably adhered to each other. 

Specifically, as shown in Fig. 51, the sanitary 
napkin 350 has adhesive layers 61 each provided on a 
generally central portion of each flap 360 and a peelable 
portion 358 provided on the napkin body 359 on a non- 
contacting surface 352 side of a central portion 354 
thereof. m the wrapping structure for a sanitary napkin 
according to this embodiment, as shown in Fig. 52, the 
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pair of flaps 360 are folded toward the non-contacting 
surface 352 side of the napkin body 359 ,uch that the 
adhesive layers 361 are brought into contact .1th the 
peelabie portion 358, and then, as shown in Pi,. 53, the 
sanitary napkin 350 with the flaps 360 thus folded is 
divided into three portions of the front portion 353, the 
central portion 354 and the rear portion 355 in the longi- 
tudinal direction by folding portions 357 which are pro- 
vided in the width direction, such that an area of the 
front portion 353 is different fro, that of the rear 
portion 355. Then, the sanitary napkin 350 with the 

£la ps 360 thus folded is folded into three along the 
folding portions 357 such that the adhesive layer 356 of 
the front portion 353 and the adhesive layer 356 of the 
rear portion 355 are exposed and one end portion of the 
front portion 353 and one end portion of the rear portion 
355 are overlapped with each other. Finally the sanitary 
napkin 350 is substantially tightly wrapped up with the 
wrapping material 370 such that the peelable sheet 371 rs 
brought into contact with the exposed adhesive layer 356. 

For the use of the sanitary napkin 350, as in the 
above-mentioned embodiments, the sanitary napkin is taken 
out and the adhesive layers 361 of the flaps 360 are 
peeled off the peelable portion 358, thereby allowing the 
use of the sanitary napkin. 
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A wrapping structure for a sanitary napkin according 
to the present invention is not limited to the above-men- 
tioned embodiments. For example, the adhesive layers are 
not limited to rectangular in configuration but may also 
be linear, spiral, dots, etc., which are provided in 
parallel relation to the outlet. 
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CLAIMS 


X A wrapping structure for a sanitary napkin uprising 
a sanitary napkin and a wrapping materia! for wrapping 
said sanitary napkin, an adhesive layer provided on a 
non-contacting surface of said sanitary napkin being 
aetachably adhered to a peelable sheet which is fixed to 
an inner surface of said wrapping material; 

said sanitary napkin being folded in a longitudinal 
direction thereof to form folding portions; 

an outlet, which is formed by opening said wrapping 
material and adapted to take out said sanitary napkin 
therefrom, being provided along a longitudinal side edge 
of said sanitary napkin or along said folding portions; 

at ieast one end portion of said peelable sheet being 
fixed to an inner surface of said wrapping material at an 
area in the vicinity of said outlet. 


2 A wrapping structure for a sanitary napkin as claimed 
in claim 1. in which said peelable sheet extends over two 
opposed surfaces in an inner surface of said wrapping 
material from said outlet. 

3. A wrapping structure for a sanitary napkin as claimed 
in claim 2, in which opposite end portions of said peel- 
able sheet are fixed to the inner surface of said wrapping 
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material. 


4. A wrapping structure for a sanitary napkin as claimed 
in claim 1, in which said peelable sheet is provided on 
two opposed places in the inner surface of said wrapping 
material. 

5. A wrapping structure for a sanitary napkin as claimed 
in claim 1, in which said sanitary napkin includes a 
napkin body, and a pair of flaps extending outwardly in a 
width direction thereof from opposite longitudinal side 
edge portions of said napkin body. 

6. A wrapping structure for a sanitary napkin as claimed 
in claim 1, in which at least a non-contacting surface of 
said sanitary napkin is brought into contact with said 
wrapping material, and said sanitary napkin and said 
wrapping material are integrally folded in an overlapped 
condition. 


A wrapping structure for a sanitary napkin as claimed 
:laim 1, in which a plurality of said peelable sheets 
provided on at least one surface of the inner surface 
said wrapping material in a straight line from said 
et toward the opposite side to said outlet, end por- 
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tions of said peelable sheets on the side of said outlet 
being fixed to the inner surface of said wrapping »t«i- 


al. 


8. A wrapping structure for a sanitary napkin as claimed 
in clai. 7, in which said plurality of peelable sheets are 
provided on two opposed surfaces in the inner surface of 
said wrapping material. 

A wrapping structure for a sanitary napkin as claimed 
in claim 7, in which said peelable sheet provided on the 
side opposite to the outlet extends fro* a central portion 
o£ one surface in the inner surface of said wrapping, 
.aterial to a central portion of the counterpart surface 
o£ S aid one surface through the opposite side to sard 
outlet. 

». A wrapping structure for a sanitary napkin as clai.ed 
in clai, 7, in which said sanitary napkin includes a 
napkin body, and a pair of flaps extending outwardly in a 
width direction thereof fro, opposite longitudinal side 
edge portions of said napkin body. 

11. A wrapping structure for a sanitary napkin as 
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surface of said sanitary napkin is brought into contact 
with said wrapping material, and said sanitary napkin and 
said wrapping material are integrally folded in an over- 
lapped condition. 

12. A wrapping structure for a sanitary napkin as claimed 
in claim 1, in which said peelable sheet is fixed at an 
end portion thereof on the side of said outlet and a 
central portion thereof to the inner surface of said 
wrapping material. 

13. A wrapping structure for a sanitary napkin as claimed 
in claim 12, in which said peelable sheets are provided on 
two opposed surfaces in the inner surface of said wrapping 
material. 

14. A wrapping structure for a sanitary napkin as claimed 
in claim 12, in which said central portion is fixed at one 
point. 


15. A wrapping structure for a sanitary napkin as claimed 
in claim 12, in which said sanitary napkin includes a 
napkin body, and a pair of flaps extending outwardly in a 
width direction from opposite longitudinal side edge 
portions of said napkin body. 
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16. A wrapping structure for a sanitary napkin as claimed 
in claim 12. In which at ieast a non-contacting surface of 
said sanitary napkin is brought into contact with said 
wrapping material, and said sanitary napkin and said 
wrapping material are integrally folded in an overlapped 
condition. 

17. A wrapping structure for "a sanitary napkin comprising 
a sanitary napkin and a wrapping material for wrapping 
said sanitary napkin, an adhesive layer provided on a 
non-contacting surface of said sanitary napkin being 
detacnably adhered to a peelable sheet which is fixed to 
an inner surface of said wrapping material; 

said sanitary napkin being divided into three por- 
tions, i.e., a front portion, a central portion and a rear 
portion, in a longitudinal direction thereof by folding 
portions which are provided in a width direction thereof, 
such that an area of said front portion is different from 
that of said rear portion, said sanitary napkin being 
folded along said folding portions such that said front 
portion and said rear portion are overlapped with each 
other . 

18. A wrapping structure for a sanitary napkin as claimed 
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in claim 17, in which said peelable portion is formed by 
fixing a peelable sheet to the inner surface of said 
wrapping material. 

19. A wrapping structure for a sanitary napkin as claimed 
in claim 17, in which said sanitary napkin includes a 
napkin body, and a pair of flaps extending outwardly in a 
width direction from opposite longitudinal side edge 
portions of said napkin body. 

20. a wrapping structure for a sanitary napkin as claimed 
in claim 17, in which at least a non-contacting surface of 
said sanitary napkin is brought into contact with said 
wrapping material, said sanitary napkin and said wrapping 
material are integrally folded in an overlapped condition, 
and at least one side of said wrapping material is fixed. 
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21 A wrapped sanitary napkin structure comprising an 
elongate sanitary napkin which is folded one or more 
times transverse to its length and is enclosed within a 
wrapping, the wrapping being constructed so that it may 
be opened or a portion removed along one edge to form an 
opening through which the sanitary napkin may be removed, . 
an adhesive layer being provided on that surface of the 
sanitary napkin, in use, does not contact the skin of the 
user, the adhesive layer being detachably adhered to a 
peelable sheet which is connected to the internal surface 
of the wrapping, at least on that side which is closest 
to the said opening. 

22. A wrapped sanitary napkin structure comprising an 
elongate sanitary napkin enclosed within a wrapping, an 
adhesive layer being provided on that surface of the 
sanitary napkin which, in use, does not contact the skin 
of the user, the adhesive layer being detachably adhered 
to a peelable sheet or layer connected to the internal 
surface of the wrapping, the sanitary napkin being folded 
twice in opposite senses transverse to its length to form 
a front portion, a central portion and a rear portion, 
the area or length of the front portion differing from 
that of the rear portion, the front and rear portions 
partially overlapping with one another. 
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